Projektorler Floodlights

Liya Serisi
Liya Series

Govde Elektrostatik toz boyali aliminyum enjeksiyon Giris Gerilimi Frekans
Body Electrostatic powder coated aluminium injection Input Voltage (V) 220-240 Frequency (Hz) 50-60
LED Power LED Renksel ger. ind. IP Koruma
Colour Ren. In. (CRI) >70 IP Protection IP65
Reklektor Simetrik metalize kaplama polimer Glc Faktdru RAL Kodu
Reflector Symmetric metallized polymer ower Fac. (cos ¢) >0.95 RAL Code 9022
Optik Kapak Temperli cam Opsiyonlar DALI ve 1-10V dim DALI and 1-10V dim
Diffuser Tempered glass Options uygulamasi. Farkli RAL  application. Different RAL
kodlarinda elektrostatik code electrostatic powder
Sirici Avrupa menseili ylksek verimli toz boya uygulamasi. coating.Differently-
Driver European origin high efficiency driver Farkli acilarda lensve  angled lens and reflector
reflektor uygulamasi. application with. LED
istenilen renk application according to
sicakligina (CCT) desired correlated colour
LED uygulamasi. temperature (CCT).
Is.lk Siddeti Daglllm Egrisi Teknik Cizim Technical Drawing Kullanim Alanlari
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Armatiirlere ait biytklikler Product Details
Urtin Kodu Glig Isik Akisi Renk Sicaklig Etkinlik Faktoru Boyutlar Koli Adedi Koli Hacmi Koli Agirhgi
Code No Power Luminous Flux Colour Temp. Luminous Effic. Dimensions Pcs/Pack Package Vol.  Package Weight
(W) (Im) (K) (Im/w) (mm)abcd (m3) (kg)
5615 6731 103 9220 4000 89 534x302x73x490 1 0,023 8,5
5615 6732 154 14480 4000 94 534x302x73x490 1 0,023 8,5
5615 6733 180 16200 4000 90 534x302x73x490 1 0,023 8,5
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