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Teknik Çizim  

Technical Drawing

20 EN 60598-2-1

Kullanım Alanları  

Fields of Application

Mekanik Özellikler
Elektrostatik toz boya kaplı, 
alüminyum gövde

EN 60238 standartlarına uygun, ısıya 
dayanıklı elektro porselen gövdeye 
sahip duy. 3x0.75 mm² TTR kablo 
ve 2,5mm² kesitli kablo montajına 
uygun yanmaz çıkış klemensi

Elektriksel Özellikler

Optik Özellikler
Sararma ve renk değiştirme olmadan 
armatürün ömrü boyunca optik 
özelliklerini koruyan polikarbon 
reflektöre 

Farklı RAL kodunda elektrostatik 
boya uygulaması PC reflektör için 
kapak çerçeve uygulaması Farklı 
sarkıt boyu uygulaması

Opsiyonlar

Mechanical Specifications
Electrostatic powder coated, 
aluminium body.

EN 60238 standard compliant, 
lampholder with heat resistant 
electro porcelain body. 3x0.75 mm² 
TTR cable. non-flammable connector 
terminal suitable for 2,5mm² cross-
sectioned cable installation

Electrical Specifications

Optical Specifications
Polycarbonate reflector maintaining 
its optical properties throughout 
lifetime without yellowing or discol-
ouring

Different RAL-code electrostatic 
powder coating. Cover frame 
application for Polycarbonate (PC) 
reflector. Different pendant lengths

Options

Armatürlere ait büyüklükler  Product Details

Ürün Kodu
Code No

Tip                      
Type

Güç 
Power
 (W) 

Işık Akısı
Luminous Flux

(lm)

Akım
Current

(A)

Lamba Tipi
Lamp Type

Balast Tipi 
Ballast Type

Boyutlar
Dimensions
(mm) a b Ø 

Ağırlık
Weight

(kg)

Hacim
Volume

(m3)

Duy
Base

Koli Adedi 
Pcs/Pack

5213 6010

5213 6010

5213 6022

5213 6032

5213 5110

5213 5120

0.32-0.66

0.80

0.350

0,725

0.32-0.66

0.32-0.66

PL-E

ML

CDM-T

CDM-T

PL-E

PL-E

45-85

160

70

150

45-85

45-85

-

-

Electronic

Electronic

-

-

3.4

3.4

7

9

10

10

4

4

4

4

12

12

E27

E27

G12

G12

E27

E27

0.1447

0.1447

0.1447

0.1447

0.1048

0.1048

Neva

Neva

Neva

Neva

Sana1

Sana 2

2700-5100

3100

6600

14000

2700-5100

2700-5100

415x820x412

415x820x412

415x820x412

415x820x412

415x660x412

415x660x412

Ral Kodu 
Ral Code
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58.41 %45W PL-E

Işık Şiddeti Dağılım Eğrisi

Light Distribution Curve
5213 5110
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