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Armattirlere ait buiytikltkler Product Details

Acil Aydinlatma ve Yonlendirme Armattirleri
Emergency Luminaires

Acil Aydinlatma
Armaturleri
Emergency Luminaires

Ozellikler

« Enerji varken balast ile alisan lamba

- Enerji yokken acil aydinlatma Uinitesi ile batarya tizerinden calisan lamba

« Uzun 6mdirli olmasi icin acil aydinlatma Unitesi lzerinden asir sarj ve desarja
karsi korumali batarya

« Uzun émdrld Ni-Cd batarya

- Sarj ve desarj durumunu gdsteren LED gdsterge

« 1-3 saat ¢alisma stresi

« Acilde iki lambali uygulama

« Kombo kit sistem uygulamasi

Specifications

+ Lamp operating with a ballast when energized

+ Lamp operating with an emergency lighting unit with battery when non-
energized

+ Battery protected over emergency lighting unit against excess charge and
discharge for long lifetime

+ Long-lifetime Ni-Cd battery

+ LED indicator showing charge and discharge status

+ 1-3 hours working time

+ Two lamp applications in emergency

+ Combo kit system application

Kullanim Alanlari Fields of Application

Urtin Kodu Tip Gli¢ Calisma Sdresi Lamba Tipi Boyutlar Agirlik Hacim Koli Adedi Ral Kodu
Code No Type Power Working Time Lamp Type Dimensions Weight Volume Pcs/Pack Ral Code
(W) (mm)abc (kg) (m3)
50219594  Solta Acil Aydinlatma Arm. IP65 2x36 3 hours TL-D 1268x124x98 14.5 0.0780 6 7047
5017 9034 Clear Acil Ayinlatma Arm. IP40 2x18 3 hours TL-D 1240x124x85 3.5 0.01625 1 9016
5014 4774 Parabolik Acil Aydinlatma IP20 4x18 3 hours TL-D 595x595x80 23 0.1439 4 9016
5022 5010 IP 65 Emergency 8 3 hours TL5 365x110x75 15 0.05265 12 9016
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